
MODEL: LA5MFHH

5 MP CMOS Night Vision 1,1 mm Lens Mega Pixel

5

Image Sensor 5Mega Progressive Scan CMOS
Signal System PAL/NTSC

AHD: 5MP@12,5fps

Resolution 2592(H)x1944(V)

Lens 1,1 mm
Field of View 360°(1,1 mm)
Day & Night IR cut filter with auto switch

AGC, BLC, White Balance

Ceiling Mounting Display Mode

Wall Mounting Display Mode

Default, Panorama, 4 PTZ, Fisheye & 3 PTZ,
Annular, Mini-fisheye & 1 PTZ, Annular & 2 PTZ 

Support
Language English

Functions Brightness, Sharpness, DNR, Mirror, Smart IR

Video Output AHD output

Power Consumption 12V DC Max. 0,5 A

Material Metal

Communication Up the coax (UTC control)

SPECIFICATIONS
CAMERA

GENERAL

Operating Conditions -20 °C to 60 °C (-4 °F to 140 °F), humidity: 90% or
less (non-condensation)

Frame Rate

MENU

INTERFACE

Default, Panorama, 4 PTZ, Fisheye & 3 PTZ,
Panorama & 3 PTZ

Security for all

DATA SHEET CCTV

Dome 5MPX AHD Camera

Indoor &
OutdoorEasy instalation


